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Worldwide supplier of high quality electronic components

Now part of the NTE family

TERMINALS AND
CONNECTORS

• Ring Terminals
• Spade Terminals
• Pin Terminals
• Flag Terminals

• Waterproof Heat Shrink Terminals
• Butt Connectors
• Male and Female Disconnects
• Piggy Back Disconnects

• Bullet and Receptacle Disconnects
• Twist-On Wire Connectors, Close End

Connectors, Stripping Quick Splices
• Multi-Function Crimp Tool

Whatever your needs, NTE has the answer!

EL76-01

ECG Aerosol Chemicals
• Butane Fuel
• Smoke Detector Tester Spray
• Antistatic Circuit Refrigerants
• Electronics Degreasers and Washes
• Electronics Contact Cleaners,
Degreasers and Washes
• Electronics Contact Cleaners
with Lubes
• Heavy-Duty Flux Removers
• Jet Air Cleaners
• Heavy-Duty Cleaning Solvents
• Electronics Washes
• Hydroentangled Cellulose/
Polyester C-Fold Wipes
• Silicone Lubricants
• Label and Adhesive Removers
• General Duty Defluxers
• Straw Holders
• Computer Glass and
Plastic Cleaner
• CARB Compliant Types

ECG Butane/Electric Soldering
and Heat Products
• Butane Fuel
• Butane Soldering Irons
• Butane Heat Guns
• Butane Torch
• Electric Corded Soldering Irons
• Electric De-soldering Irons
• Tips and Accessories
• Soldering Iron Kits
• Soldering Guns
• Industrial Heat Guns
• Economy Heat Guns
• Mini Heat Gun

ECG LED Flashlights
• Emerge ‘N See Wind Up Flashlight
• LED Flashlight with
14 Super Bright LEDs

ECG Rotors
• Precision Cut Steel Gears
• Rugged One-Piece
Cast Aluminum Housing
• Large Bearing Surface;
Strong Reinforced Mast
• High Torque
• Automatic Control
• Remote Control
Programmable Version

ECG Surge Suppressor
Outlet Strips
• Plug-in Protection for Office,
Industrial, Institutional and
Residential Applications
• Multi-Outlet Combinations
• Steel or Plastic Case
• Optional Phone-Line Protection
• General Purpose Protector
• Optional EMF/RFI Noise Filter
• Single and 3 Mode Protection
• 90° Rotated Outlets to Accommodate
External
Power Supplies
• Some with 15' Cords

ECG Test Equipment
• Analog Multimeters
• Digital Multimeters
• AC Clamp-On Digital Meters
• AC Clamp-On Current Adapter
• Digital Capacitance Meter
• Battery Tester
• Handheld Digital Thermometer
• Logic Probes
• Oscilloscope Probes
• Test Leads
• Digital Infrared Thermometer

ECG Wireless Inspection Cameras
• WIC-1
• WIC-100 Deluxe
• Removable LCD Monitors
• Waterproof Camera and Shafts
• Mirror, Hooks, Magnetic Tips
• Magnetic Monitor Base

NTE Cable Ties
• Standard Cable Ties
• Specialty Cable Ties
• Cable Tie Tension Tools
• Cable Tie Accessories
• Convenience Packs
• Split Loom
• Assorted Sizes & Colors

NTE Capacitors
• Aluminum Electrolytic
• Ceramic Disc
• Tantalum
• Mylar/Polyester Film
• Motor Start/Run
• Ceiling Fan
• Snap-in Mount
• Surface Mount Types
• Multilayer (Monolithic) Ceramic
• Prepackaged Kits

NTE Fuses
• Tube Type Case Sizes
3.6 x 10mm / 5 x 20mm / 6 x 30mm
• Glass and Ceramic
• Fast Acting and Slow Blow
• Standard and Mini Automotive Blade
Series
• Fuse Clips
• Panel Mount Holders
• PICO Fuse Equivalent
• 2AG Type Equivalent
• In Line Fuse Holders
• Fuse Kits

NTE Heat Shrink Tubing
• Assortment Packs Available
• Thin Wall Cross-Linked Polyolefin
• Dual Wall Cross-Linked Polyolefin
with Adhesive
• Medium Wall with Adhesive
• Thick Wall with Adhesive
• Available in 11 colors
• Shrink Temperature: 120°C
• Shrink Ratio: 2:1Thin/3:1 Dual
• Cut / Marked Service

NTE Hook-Up Wire
• Automotive Wire
• 300V and 600V Solid
and Stranded Wire
• Teflon® Coated Wire
• Speaker Wire Clear
• Black/Red Bonded Speaker Wire
• 10 Colors and Gauges from 10 to 26
• New High Performance Home Audio
Speaker Cable
• Audio Speaker Cable

NTE Relays
• Electromechanical
• Solid State
• Automotive Type
• Reed
• Time Delay
• I/O Modules
• Thermal Circuit Breakers
• Magnetic Latching
• Accessories
• Surface Mount Types
• Replacements for
Over 83,400 Types
• Proximity Switches

NTE Resistors
• Flameproof 1/8W to 3W
• Power Wirewound 5W/10W/25W
• Fusible Power Oxide 1W/2W
• Prepackaged Kits
• Surface Mount Wirewound
up to 4 Watt
• Metal Clad Aluminum
Precision Wirewound
• 1% Metal Film
• Fixed & Adjustable Vitreous
from 12 to 300 Watt
• Round Silicone Wirewound Ceramic
from 1 to 10 Watt
• Carbon Composition

NTE Semiconductors
• Super Bright LEDs
• Power Block/Hybrid Mod.
• Industrial Rectifiers/Bridges
• Small Signal/Power Transistors
• Voltage Regulators
• Transient Suppressors
• Thermal Cutoffs
• Thyristors
• Zener Diodes
• Integrated Circuits
• Surface Mount Types
• Replacements for Almost 400,000
Industry Types

NTE Switches
• Bat Handle
• Toggle and Mini-toggle
• Paddle
• Rocker
• Metal and Nylon Pushbutton
• Snap Action
• Sealed Automotive/Marine Types
• Anti-vandal
• Round Hole Rocker
• Pull Chain
• Waterproof

NTE Test Leads & Clips
• Alligator, Crocodile, Plier,
& Spring Type Clips
• Probes, Sprung Hooks,
& Cable Piercers
• Panel Sockets
• Spade Terminals
• Self Assembly Plugs, Sockets,
& Cables
• Cable Assemblies
• OEM Safety Test Lead Sets
• OEM Fused Probe Sets
• Modular Test Lead Sets
• Multi-Pin Connector Test
Lead Sets
• Automotive Kits & Accessories

NTE Terminals & Connectors
• Ring Terminals
• Spade Terminals
• Pin Terminals
• Flag Terminals
• Waterproof Heat Shrink Terminals
• Butt Connectors
• Male and Female Disconnects
• Piggy Back Disconnects
• Bullet and Receptacle Disconnects
• Wire Nuts, Close End Connectors,
Stripping Quick Splices
• Multi-Function Crimp Tool

NTE LED Tubing
• For Interior Lighting
• Super Bright LEDs
• Blue, Green, Red, White, Amber, and
Red/White/Blue
• Flexible
• Connectible - Up to 15 Tubes

For more information, call 973-748-5089 or visit www.nteinc.com
NTE Electronics, Inc., 44 Farrand Street, Bloomfield, NJ 07003-2597 • Fax: 973-748-6224 © Copyright June 2010
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NON−INSULATED RING TERMINALS

Specifications
� Terminal Material:  Copper
� Plating:  Electro Tin Plated
� Brazed Seam

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Stud Size
d2

Dimensions inch(mm)
B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−RT22−06 #6 (3.7) .217 (5.5) .461 (11.7) .157 (4.0) .197 (5.0) .134 (3.4) .067 (1.7)
76−RT22−08 #8 (4.3) .260 (6.6) .575 (14.6) .248 (6.3) .197 (5.0) .134 (3.4) .067 (1.7)
76−RT22−10 #10 (5.3) .315 (8.0) .630 (16.0) .276 (7.0) .197 (5.0) .134 (3.4) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−RT16−06 #6 (3.7) .252 (6.4) .492 (12.5) .169 (4.3) .197 (5.0) .161 (4.1) .091 (2.3)
76−RT16−08 #8 (4.3) .260 (6.6) .570 (14.5) .248 (6.3) .197 (5.0) .161 (4.1) .091 (2.3)
76−RT16−10 #10 (5.3) .335 (8.5) .669 (17.0) .307 (7.8) .197 (5.0) .161 (4.1) .091 (2.3)

12 − 10 AWG
4−6mm2

76−RT12−10 #10 (5.3) .374 (9.5) .748 (19.0) .327 (8.3) .236 (6.0) .220 (5.6) .134 (3.4)
76−RT12−1/4 1/4 (6.5) .472 (12.0) .886 (22.5) .413 (10.5) .236 (6.0) .220 (5.6) .134 (3.4)
76−RT12−5/16 5/16 (8.4) .591 (15.0) 1.071 (27.2) .539 (13.7) .236 (6.0) .220 (5.6) .134 (3.4)
76−RT12−3/8 3/8 (10.5) .591 (15.0) 1.071 (27.2) .539 (13.7) .236 (6.0) .220 (5.6) .134 (3.4)
76−RT12−1/2 1/2 (13.0) .756 (19.2) 1.244 (31.6) .630 (16.0) .236 (6.0) .220 (5.6) .134 (3.4)

8 AWG
8mm2

76−RT8−1/4 1/4 (6.7) .472 (12.0) .925 (23.5) .382 (9.7) .335 (8.5) .280 (7.1) .177 (4.5)
76−RT8−5/16 5/16 (8.4) .591 (15.0) 1.161 (29.5) .543 (13.8) .335 (8.5) .280 (7.1) .177 (4.5)
76−RT8−3/8 3/8 (10.5) .591 (15.0) 1.161 (29.5) .543 (13.8) .335 (8.5) .280 (7.1) .177 (4.5)

PVC INSULATED RING TERMINALS

Specifications
� Maximum Electrical Rating:  600 Volts
� Maximum Temperature:  +105°C
� Terminal Material:  Copper
� Plating:  Electro Tin Plated
� Insulation Material:  Vinyl (PVC)

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Stud Size
d2

Dimensions inch(mm)
B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−IRT22−06 #6 (3.7) .217 (5.5) .657 (16.7) .157 (4.0) .394 (10.0) .161 (4.1) .067 (1.7)
76−IRT22−08 #8 (4.3) .260 (6.6) .772 (19.6) .248 (6.3) .394 (10.0) .161 (4.1) .067 (1.7)
76−IRT22−10 #10 (5.3) .315 (8.0) .827 (21.0) .276 (7.0) .394 (10.0) .161 (4.1) .067 (1.7)
76−IRT22−1/4 1/4 (6.5) .457 (11.6) 1.055 (26.8) .437 (11.1) .394 (10.0) .161 (4.1) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−IRT16−06 #6 (3.7) .252 (6.4) .689 (17.5) .169 (4.3) .394 (10.0) .177 (4.5) .091 (2.3)
76−IRT16−08 #8 (4.3) .260 (6.6) .768 (19.5) .248 (6.3) .394 (10.0) .177 (4.5) .091 (2.3)
76−IRT16−10 #10 (5.3) .335 (8.5) .866 (22.0) .307 (7.8) .394 (10.0) .177 (4.5) .091 (2.3)
76−IRT16−1/4 1/4 (6.5) .472 (12.0) 1.063 (27.0) .433 (11.0) .394 (10.0) .177 (4.5) .091 (2.3)
76−IRT16−5/16 5/16 (8.4) .472 (12.0) 1.063 (27.0) .433 (11.0) .394 (10.0) .177 (4.5) .091 (2.3)
76−IRT16−3/8 3/8 (10.5) .535 (13.6) 1.209 (30.7) .547 (13.9) .394 (10.0) .177 (4.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−IRT12−08 #8 (4.3) .283 (7.2) .866 (22.0) .232 (5.9) .492 (12.5) .256 (6.5) .134 (3.4)
76−IRT12−10 #10 (5.3) .374 (9.5) 1.004 (25.5) .327 (8.3) .492 (12.5) .256 (6.5) .134 (3.4)
76−IRT12−1/4 1/4 (6.5) .472 (12.0) 1.142 (29.0) .413 (10.5) .492 (12.5) .256 (6.5) .134 (3.4)
76−IRT12−5/16 5/16 (8.4) .591 (15.0) 1.327 (33.7) .539 (13.7) .492 (12.5) .256 (6.5) .134 (3.4)
76−IRT12−3/8 3/8 (10.5) .591 (15.0) 1.327 (33.7) .539 (13.7) .492 (12.5) .256 (6.5) .134 (3.4)
76−IRT12−1/2 1/2 (13.0) .756 (19.2) 1.500 (38.1) .630 (16.0) .492 (12.5) .256 (6.5) .134 (3.4)

8 AWG
8mm2

76−IRT8−10 #10 (5.3) .472 (12.0) 1.280 (32.5) .382 (9.7) .669 (17.0) .315 (8.0) .177 (4.5)
76−IRT8−1/4 1/4 (6.7) .472 (12.0) 1.280 (32.5) .382 (9.7) .669 (17.0) .315 (8.0) .177 (4.5)
76−IRT8−5/16 5/16 (8.4) .591 (15.0) 1.496 (38.0) .543 (13.8) .669 (17.0) .315 (8.0) .177 (4.5)
76−IRT8−3/8 3/8 (10.5) .591 (15.0) 1.496 (38.0) .543 (13.8) .669 (17.0) .315 (8.0) .177 (4.5)
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NON−INSULATED SPADE TERMINALS

Specifications
� Terminal Material:  Copper
� Plating:  Electro Tin Plated
� Brazed Seam

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Stud Size
d2

Dimensions inch(mm)
B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−ST22−04 #4 (3.2) .228 (5.8) .630 (16.0) .248 (6.3) .197 (5.0) .134 (3.4) .067 (1.7)
76−ST22−06 #6 (3.7) .252 (6.4) .614 (15.6) .248 (6.3) .197 (5.0) .134 (3.4) .067 (1.7)
76−ST22−08 #8 (4.3) .283 (7.2) .630 (16.0) .248 (6.3) .197 (5.0) .134 (3.4) .067 (1.7)
76−ST22−10 #10 (5.3) .315 (8.0) .630 (16.0) .276 (7.0) .197 (5.0) .134 (3.4) .067 (1.7)
76−ST22−1/4 1/4 (6.5) .374 (9.5) .630 (16.0) .276 (7.0) .197 (5.0) .134 (3.4) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−ST16−04 #4 (3.2) .228 (5.8) .630 (16.0) .248 (6.3) .197 (5.0) .161 (4.1) .091 (2.3)
76−ST16−06 #6 (3.7) .252 (6.4) .630 (16.0) .248 (6.3) .197 (5.0) .161 (4.1) .091 (2.3)
76−ST16−08 #8 (4.3) .283 (7.2) .638 (16.2) .256 (6.5) .197 (5.0) .161 (4.1) .091 (2.3)
76−ST16−10 #10 (5.3) .335 (8.5) .669 (17.0) .287 (7.3) .197 (5.0) .161 (4.1) .091 (2.3)
76−ST16−1/4 1/4 (6.5) .374 (9.5) .669 (17.0) .287 (7.3) .197 (5.0) .161 (4.1) .091 (2.3)

12 − 10 AWG
4−6mm2

76−ST12−06 #6 (3.7) .283 (7.2) .736 (18.7) .295 (7.5) .236 (6.0) .220 (5.6) .134 (3.4)
76−ST12−08 #8 (4.3) .335 (8.5) .736 (18.7) .295 (7.5) .236 (6.0) .220 (5.6) .134 (3.4)
76−ST12−10 #10 (5.3) .374 (9.5) .736 (18.7) .295 (7.5) .236 (6.0) .220 (5.6) .134 (3.4)
76−ST12−1/4 1/4 (6.5) .374 (9.5) .736 (18.7) .295 (7.5) .236 (6.0) .220 (5.6) .134 (3.4)

PVC INSULATED SPADE TERMINALS

Specifications
� Maximum Electrical Rating:  600 Volts
� Maximum Temperature:  +105°C
� Terminal Material:  Copper
� Plating:  Electro Tin Plated
� Insulation Material:  Vinyl (PVC)

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Stud Size
d2

Dimensions inch(mm)
B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−IST22−04 #4 (3.2) .228 (5.8) .827 (21.0) .248 (6.3) .394 (10.0) .161 (4.1) .067 (1.7)
76−IST22−06 #6 (3.7) .252 (6.4) .811 (20.6) .248 (6.3) .394 (10.0) .161 (4.1) .067 (1.7)
76−IST22−08 #8 (4.3) .283 (7.2) .827 (21.0) .248 (6.3) .394 (10.0) .161 (4.1) .067 (1.7)
76−IST22−10 #10 (5.3) .315 (8.0) .827 (21.0) .276 (7.0) .394 (10.0) .161 (4.1) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−IST16−04 #4 (3.2) .228 (5.8) .827 (21.0) .248 (6.3) .394 (10.0) .177 (4.5) .091 (2.3)
76−IST16−06 #6 (3.7) .252 (6.4) .827 (21.0) .248 (6.3) .394 (10.0) .177 (4.5) .091 (2.3)
76−IST16−08 #8 (4.3) .283 (7.2) .835 (21.2) .256 (6.5) .394 (10.0) .177 (4.5) .091 (2.3)
76−IST16−10 #10 (5.3) .335 (8.5) .866 (22.0) .287 (7.3) .394 (10.0) .177 (4.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−IST12−06 #6 (3.7) .283 (7.2) .992 (25.2) .295 (7.5) .492 (12.5) .256 (6.5) .134 (3.4)
76−IST12−08 #8 (4.3) .335 (8.5) .992 (25.2) .295 (7.5) .492 (12.5) .256 (6.5) .134 (3.4)
76−IST12−10 #10 (5.3) .374 (9.5) .992 (25.2) .295 (7.5) .492 (12.5) .256 (6.5) .134 (3.4)
76−IST12−1/4 1/4 (6.5) .472 (12.0) 1.228 (31.2) .472 (12.0) .492 (12.5) .256 (6.5) .134 (3.4)
76−IST12−5/16 5/16 (8.4) .531 (13.5) 1.181 (30.0) .413 (10.5) .492 (12.5) .256 (6.5) .134 (3.4)

8 AWG
8mm2

76−IST8−08 #8 (4.3) .323 (8.2) 1.142 (29.0) .319 (8.1) .669 (17.0) .315 (8.0) .177 (4.5)
76−IST8−10 #10 (5.3) .354 (9.0) 1.142 (29.0) .319 (8.1) .669 (17.0) .315 (8.0) .177 (4.5)
76−IST8−1/4 1/4 (6.5) .425 (10.8) 1.201 (30.5) .339 (8.6) .669 (17.0) .315 (8.0) .177 (4.5)
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PVC INSULATED FLANGE SPADE TERMINALS

Specifications
� Maximum Electrical Rating:  600 Volts
� Maximum Temperature:  +105°C
� Terminal Material:  Copper
� Plating:  Electro Tin Plated
� Insulation Material:  Vinyl (PVC)

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Stud Size
d2

Dimensions inch(mm)
B L F E D d1 W

22 − 18 AWG
0.5 − 1.5mm2

76−IFST22−06 #6 (3.7) .252 (6.4) .748 (19.0) .248 (6.3) .394 (10.0) .161 (4.1) .067 (1.7) .059 (1.5)
76−IFST22−08 #8 (4.3) .283 (7.2) .768 (19.5) .248 (6.3) .394 (10.0) .161 (4.1) .067 (1.7) .059 (1.5)
76−IFST22−10 #10 (5.3) .315 (8.0) .768 (19.5) .276 (7.0) .394 (10.0) .161 (4.1) .067 (1.7) .059 (1.5)

16 − 14 AWG
1.5−2.5mm2

76−IFST16−06 #6 (3.7) .252 (6.4) .768 (19.5) .248 (6.3) .394 (10.0) .177 (4.5) .091 (2.3) .059 (1.5)
76−IFST16−08 #8 (4.3) .283 (7.2) .776 (19.7) .256 (6.5) .394 (10.0) .177 (4.5) .091 (2.3) .059 (1.5)
76−IFST16−10 #10 (5.3) .335 (8.5) .807 (20.5) .287 (7.3) .394 (10.0) .177 (4.5) .091 (2.3) .059 (1.5)

12 − 10 AWG
4−6mm2

76−IFST12−06 #6 (3.7) .283 (7.2) .945 (24.0) .295 (7.5) .492 (12.5) .256 (6.5) .134 (3.4) .059 (1.5)
76−IFST12−08 #8 (4.3) .335 (8.5) .945 (24.0) .295 (7.5) .492 (12.5) .256 (6.5) .134 (3.4) .059 (1.5)
76−IFST12−10 #10 (5.3) .374 (9.5) .945 (24.0) .295 (7.5) .492 (12.5) .256 (6.5) .134 (3.4) .059 (1.5)
76−IFST12−1/4 1/4 (6.5) .374 (9.5) .945 (24.0) .295 (7.5) .492 (12.5) .256 (6.5) .134 (3.4) .059 (1.5)
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NON−INSULATED BUTT CONNECTORS

Specifications
� Maximum Electrical Rating:  600 Volts
� Terminal Material:  Copper Tube
� Plating:  Electro Tin Plated

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
L d D

26 − 24 AWG 0.2 − 0.4mm2 76−BC26 .472 (12.0) .047 (1.2) .079 (2.0)
22 − 18 AWG 0.5 − 1.5mm2 76−BC22 .591 (15.0) .067 (1.7) .130 (3.3)
16 − 14 AWG 1.5−2.5mm2 76−BC16 .591 (15.0) .091 (2.3) .157 (4.0)

12 − 10 AWG 4−6mm2 76−BC12 .591 (15.0) .142 (3.6) .217 (5.5)
8 AWG 8mm2 76−BC8 .827 (21.0) .177 (4.5) .276 (7.0)

PVC INSULATED BUTT CONNECTORS

Specifications
� Maximum Electrical Rating:  600 Volts
� Maximum Temperature:  +75°C
� Terminal Material:  Copper Tube
� Plating:  Electro Tin Plated
� Insulated Material:  Vinyl (PVC)

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
L d D

22 − 18 AWG 0.5 − 1.5mm2 76−IBC22 1.024 (26.0) .067 (1.7) .161 (4.1)
16 − 14 AWG 1.5−2.5mm2 76−IBC16 1.024 (26.0) .091 (2.3) .177 (4.5)

12 − 10 AWG 4−6mm2 76−IBC12 1.024 (26.0) .142 (3.6) .256 (6.5)
8 AWG 8mm2 76−IBC8 1.398 (35.5) .177 (4.5) .335 (8.5)

HEAT SHRINK INSULATED BUTT CONNECTORS

Specifications
� Waterproof
� Maximum Electrical Rating:  600 Volts
� Shrink Temperature:  +150°C
� Operating Temperature:  −10° to +105°C
� Terminal Material:  Copper Tube
� Plating:  Electro Tin Plated
� Insulated Material:  Heat Shrinkable Tube

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm) Insulated
ColorF L D d

26 − 24 AWG 0.2 − 0.4mm2 76−HIBC26 .472 (12.0) .945 (24.0) .082 (2.1) .047 (1.2) Transparent
22 − 18 AWG 0.5 − 1.5mm2 76−HIBC22 .591 (15.0) 1.457 (37.0) .177 (4.5) .063 (1.6) Red
16 − 14 AWG 1.5−2.5mm2 76−HIBC16 .591 (15.0) 1.457 (37.0) .217 (5.5) .091 (2.3) Blue

12 − 10 AWG 4−6mm2 76−HIBC12 .591 (15.0) 1.614 (41.0) .256 (6.5) .142 (3.6) Yellow
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PVC INSULATED MALE DISCONNECTS

Specifications
� Maximum Electrical Rating:  300 Volts
� Maximum Temperature:  +75°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Insulated Material:  Vinyl (PVC)

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−IMD22−110 .032 x .110
(0.8 x 2.8)

.110 (2.8) .807 (20.5) .307 (7.8) .394 (10.0) .157 (4.6) .067 (1.7)

76−IMD22−187 .032 x .187
(0.8 x 4.8)

.187 (4.8) .807 (20.5) .307 (7.8) .394 (10.0) .157 (4.6) .067 (1.7)

76−IMD22−250 .032 x .250
(0.8 x 6.4)

.250 (6.4) .835 (21.2) .307 (7.8) .394 (10.0) .157 (4.6) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−IMD16−110 .032 x .110
(0.8 x 2.8)

.110 (2.8) .807 (20.5) .307 (7.8) .394 (10.0) .177 (4.5) .091 (2.3)

76−IMD16−187 .032 x .187
(0.8 x 4.8)

.187 (4.8) .807 (20.5) .307 (7.8) .394 (10.0) .177 (4.5) .091 (2.3)

76−IMD16−250 .032 x .250
(0.8 x 6.4)

.250 (6.4) .835 (21.2) .307 (7.8) .394 (10.0) .177 (4.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−IMD12−250 .032 x .250
(0.8 x 6.4)

.250 (6.4) .913 (23.2) .307 (7.8) .512 (12.5) .217 (5.5) .134 (3.4)

NYLON FULLY INSULATED MALE DISCONNECTS

Specifications
� Maximum Electrical Rating:  300 Volts
� Maximum Temperature:  +105°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Insulated Material:  Easy Entry Nylon

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−NFIMD22 .032 x .250
(0.8 x 6.4)

.252 (6.4) .925 (23.5) .311 (7.9) .413 (10.5) .165 (4.2) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−NFIMD16 .032 x .250
(0.8 x 6.4)

.252 (6.4) .925 (23.5) .311 (7.9) .413 (10.5) .193 (4.9) .091 (2.3)

12 − 10 AWG
4−6mm2

76−NFIMD12 .032 x .250
(0.8 x 6.4)

.252 (6.4) 1.063 (27.0) .311 (7.9) .512 (13.0) .256 (6.5) .134 (3.4)
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HEAT SHRINK INSULATED MALE DISCONNECTS

Specifications
� Waterproof
� Maximum Electrical Rating:  300 Volts
� Shrink Temperature:  +150°C
� Operating Temperature:  −10° to +105°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Reinforcement Sleeve:  C Type Sleeve
� Insulated Material:  Heat Shrinkable Tube

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−HIMD22 .032 x .250
(0.8 x 6.4)

.250 (6.4) 1.457 (37.0) .307 (7.8) 1.043 (26.5) .177 (4.5) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−HIMD16 .032 x .250
(0.8 x 6.4)

.250 (6.4) 1.457 (37.0) .307 (7.8) 1.043 (26.5) .217 (5.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−HIMD12 .032 x .250
(0.8 x 6.4)

.250 (6.4) 1.457 (37.0) .307 (7.8) 1.043 (26.5) .315 (8.0) .134 (3.4)
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NON−INSULATED FEMALE DISCONNECTS

Specifications
� Terminal Material:  Brass
� Plating:  Electro Tin Plated

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−FD22 .032 x .250
(0.8 x 6.4)

.260 (6.6) .630 (16.0) .311 (7.9) .197 (5.0) .106 (2.7) .067 (1.7)

22 − 18 AWG
0.5 − 1.5mm2

76−FD22−187 .032 x .187
(0.8 x 4.8)

.197 (5.0) .551 (14.0) .256 (6.5) .197 (5.0) .106 (2.7) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−FD16 .032 x .250
(0.8 x 6.4)

.260 (6.6) .630 (16.0) .311 (7.9) .197 (5.0) .130 (3.3) .091 (2.3)

16 − 14 AWG
1.5−2.5mm2

76−FD16−187 .032 x .187
(0.8 x 4.8)

.197 (5.0) .551 (14.0) .256 (6.5) .197 (5.0) .130 (3.3) .091 (2.3)

12 − 10 AWG
4−6mm2

76−FD12 .032 x .250
(0.8 x 6.4)

.260 (6.6) .630 (16.0) .311 (7.9) .236 (6.0) .177 (4.5) .134 (3.4)

PVC FULLY INSULATED FEMALE DISCONNECTS

Specifications
� Maximum Electrical Rating:  300 Volts
� Maximum Temperature:  +75°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Insulated Material:  Vinyl (PVC)

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−FIFD22−110 .032 x .110
(0.8 x 2.8)

.126 (3.2) .768 (19.5) .252 (6.4) .394 (10.0) .157 (4.0) .067 (1.7)

76−FIFD22−187 .032 x .187
(0.8 x 4.8)

.197 (5.0) .768 (19.5) .256 (6.5) .394 (10.0) .157 (4.0) .067 (1.7)

76−FIFD22−250 .032 x .250
(0.8 x 6.4)

.260 (6.6) .866 (22.0) .311 (7.9) .394 (10.0) .157 (4.0) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−FIFD16−187 .032 x .187
(0.8 x 4.8)

.197 (5.0) .827 (21.0) .256 (6.5) .394 (10.0) .177 (4.5) .091 (2.3)

76−FIFD16−250 .032 x .250
(0.8 x 6.4)

.260 (6.6) .866 (22.0) .311 (7.9) .394 (10.0) .177 (4.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−FIFD12−250 .032 x .250
(0.8 x 6.4)

.260 (6.6) .984 (25.0) .311 (7.9) .512 (13.0) .217 (5.5) .134 (3.4)
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NYLON INSULATED FEMALE DISCONNECTS

Specifications
� Maximum Electrical Rating:  300 Volts
� Maximum Temperature:  +105°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Insulated Material:  Easy Entry Nylon

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−NIFD22−110 .032 x .110
(0.8 x 2.8)

.126 (3.2) .768 (19.5) .252 (6.4) .433 (11.0) .161 (4.1) .067 (1.7)

76−NIFD22−187 .032 x .187
(0.8 x 4.8)

.197 (5.0) .787 (20.0) .256 (6.5) .433 (11.0) .161 (4.1) .067 (1.7)

76−NIFD22−250 .032 x .250
(0.8 x 6.4)

.260 (6.6) .866 (22.0) .311 (7.9) .433 (11.0) .161 (4.1) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−NIFD16−110 .032 x .110
(0.8 x 2.8)

.126 (3.2) .768 (19.5) .252 (6.4) .433 (11.0) .189 (4.8) .091 (2.3)

76−NIFD16−187 .032 x .187
(0.8 x 4.8)

.197 (5.0) .787 (20.0) .256 (6.5) .433 (11.0) .189 (4.8) .091 (2.3)

76−NIFD16−250 .032 x .250
(0.8 x 6.4)

.260 (6.6) .866 (22.0) .311 (7.9) .433 (11.0) .189 (4.8) .091 (2.3)

12 − 10 AWG
4−6mm2

76−NIFD12−250 .032 x .250
(0.8 x 6.4)

.260 (6.6) .943 (24.0) .311 (7.9) .512 (13.0) .256 (6.5) .134 (3.4)

HEAT SHRINK INSULATED FEMALE DISCONNECTS

Specifications
� Waterproof
� Maximum Electrical Rating:  300 Volts
� Shrink Temperature:  +150°C
� Operating Temperature:  −10° to +105°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Reinforcement Sleeve:  C Type Sleeve
� Insulated Material:  Heat Shrinkable Tube

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−HIFD22 .032 x .250
(0.8 x 6.4)

.260 (6.6) 1.417 (36.0) .311 (7.9) 1.043 (26.5) .177 (4.5) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−HIFD16 .032 x .250
(0.8 x 6.4)

.260 (6.6) 1.417 (36.0) .311 (7.9) 1.043 (26.5) .217 (5.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−HIFD12 .032 x .250
(0.8 x 6.4)

.260 (6.6) 1.417 (36.0) .311 (7.9) 1.043 (26.5) .315 (8.0) .134 (3.4)
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NON−INSULATED FLAG TERMINALS

Specifications
� Terminal Material:  Brass
� Plating:  Electro Tin Plated

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L E

22 − 18 AWG
0.5 − 1.5mm2

76−FT22 .032 x .250
(0.8 x 6.4)

.260 (6.6) .551 (14.0) .283 (7.2)

16 − 14 AWG
1.5−2.5mm2

76−FT16 .032 x .250
(0.8 x 6.4)

.260 (6.6) .551 (14.0) .283 (7.2)

12 − 10 AWG
4−6mm2

76−FT12 .032 x .250
(0.8 x 6.4)

.260 (6.6) .583 (14.8) .354 (9.0)

NYLON INSULATED FLAG TERMINALS

Specifications
� Maximum Electrical Rating:  300 Volts
� Maximum Temperature:  +105°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Insulation Material:  Easy Entry Nylon

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−NIFT22 .032 x .250
(0.8 x 6.4)

.260 (6.6) .634 (16.1) .311 (7.9) .591 (15.0) .177 (4.5) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−NIFT16 .032 x .250
(0.8 x 6.4)

.260 (6.6) .634 (16.1) .311 (7.9) .591 (15.0) .177 (4.5) .091 (2.3)
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PVC INSULATED PIGGY BACK DISCONNECTS

Specifications
� Maximum Electrical Rating:  300 Volts
� Maximum Temperature:  +75°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Insulated Material:  Vinyl (PVC)

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B B1 F F1 L E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−IPD22 .032 x .250
(0.8 x 6.4)

.260 (6.6) .250 (6.4) .315 (8.0) .323 (8.2) .827 (21.0) .349 (10.0) .157 (4.0) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−IPD16 .032 x .250
(0.8 x 6.4)

.260 (6.6) .250 (6.4) .315 (8.0) .323 (8.2) .827 (21.0) .349 (10.0) .177 (4.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−IPD12 .032 x .250
(0.8 x 6.4)

.260 (6.6) .250 (6.4) .315 (8.0) .323 (8.2) .925 (23.5) .492 (12.5) .217 (5.5) .134 (3.4)

NYLON INSULATED PIGGY BACK DISCONNECTS

Specifications
� Maximum Electrical Rating:  300 Volts
� Maximum Temperature:  +105°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Insulated Material:  Easy Entry Nylon

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B B1 F F1 L E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−NIPD22 .032 x .250
(0.8 x 6.4)

.260 (6.6) .250 (6.4) .315 (8.0) .323 (8.2) .866 (22.0) .433 (11.0) .161 (4.1) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−NIPD16 .032 x .250
(0.8 x 6.4)

.260 (6.6) .250 (6.4) .315 (8.0) .323 (8.2) .866 (22.0) .433 (11.0) .189 (4.8) .091 (2.3)

12 − 10 AWG
4−6mm2

76−NIPD12 .032 x .250
(0.8 x 6.4)

.260 (6.6) .250 (6.4) .315 (8.0) .323 (8.2) .945 (24.0) .512 (13.0) .256 (6.5) .134 (3.4)
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PVC INSULATED BULLET DISCONNECTS

Specifications
� Maximum Electrical Rating:  300 Volts
� Maximum Temperature:  +75°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Insulated Material:  Vinyl (PVC)

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−IBD22 .157 (4.0) .827 (21.0) .335 (8.5) .394 (10.0) .157 (4.6) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−IBD16 .157 (4.0) .827 (21.0) .335 (8.5) .394 (10.0) .177 (4.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−IBD12 .197 (5.0) .906 (23.0) .335 (8.5) .492 (12.5) .217 (5.5) .134 (3.4)

PVC FULLY INSULATED RECEPTACLE DISCONNECTS

Specifications
� Maximum Electrical Rating:  300 Volts
� Maximum Temperature:  +75°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Insulated Material:  Vinyl (PVC)

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−FIRD22 .157 (4.0) .906 (23.0) .354 (9.0) .433 (11.0) .157 (4.6) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−FIRD16 .157 (4.0) .906 (23.0) .354 (9.0) .433 (11.0) .177 (4.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−FIRD12 .197 (5.0) 1.003 (25.5) .354 (9.0) .492 (12.5) .217 (5.5) .134 (3.4)
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PVC INSULATED PIN TERMINALS

Specifications
� Maximum Electrical Rating:  600 Volts
� Maximum Temperature:  +75°C
� Terminal Material:  Copper
� Plating:  Electro Tin Plated
� Insulated Material:  Vinyl (PVC)

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−IPT22 .075 (1.9) .866 (22.5) .492 (12.5) .394 (10.0) .161 (4.1) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−IPT16 .075 (1.9) .866 (22.5) .492 (12.5) .394 (10.0) .177 (4.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−IPT12 .110 (2.8) 1.031 (26.2) .539 (13.7) .492 (12.5) .256 (6.5) .134 (3.4)
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NYLON FULLY INSULATED
CLOSE END CONNECTORS
Specifications
� Maximum Electrical Rating:  300 Volts
� Maximum Temperature:  +105°C
� Terminal Material:  Copper
� Plating:  Tin
� Insulated Material:  Nylon

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
B L F D d

22 − 18 AWG 0.5 − 1.5mm2 76−NFICEC22 .197 (5.0) .709 (18.0) .315 (8.0) .256 (6.5) .094 (2.4)
16 − 14 AWG 1.5−2.5mm2 76−NFICEC16 .217 (5.5) .827 (21.0) .354 (9.0) .315 (9.0) .118 (3.0)

12 − 10 AWG 4−6mm2 76−NFICEC12 .276 (7.0) .985 (25.0) .394 (10.0) .413 (10.5) .157 (4.0)
8 AWG 8mm2 76−NFICEC8 .354 (9.0) 1.102 (28.0) .433 (11.0) .492 (12.5) .189 (4.8)

TWIST−ON WIRE CONNECTORS
WITH SPRING INSERT

Specifications
� Maximum Electrical Rating:  300 Volts / 600 Volts
� Maximum Temperature:  +105°C
� Insulated Material:  PVC

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm) Insulation
Colord D L

22 − 18 AWG 0.5 − 1.5mm2 76−WN22 .264 (6.7) .339 (8.6) .598 (15.2) Grey
16 − 14 AWG 1.5−2.5mm2 76−WN16 .390 (9.9) .472 (12.0) .866 (22.0) Orange

12 − 10 AWG 4−6mm2 76−WN12 .433 (11.0) .551 (14.0) .965 (24.5) Yellow

STRIPPING QUICK SPLICE

Specifications
� Maximum Electrical Rating:  600 Volts
� Maximum Temperature:  +105°C
� Terminal Material:  Brass
� Plating:  Tin
� Insulated Material:  Polypropylene

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm) Insulation
ColorB H L

22 − 18 AWG 0.5 − 1.5mm2 76−QS22 .787 (20.0) .315 (8.0) .984 (25.0) Red
16 − 14 AWG 1.5−2.5mm2 76−QS16 .787 (20.0) .315 (8.0) .984 (25.0) Blue

12 − 10 AWG 4−6mm2 76−QS12 .787 (20.0) .433 (11.0) 1.378 (35.0) Yellow
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HEAT SHRINK INSULATED BUTT CONNECTORS

Specifications
� Waterproof
� Maximum Electrical Rating:  600 Volts
� Shrink Temperature:  +150°C
� Operating Temperature:  −10° to +105°C
� Terminal Material:  Copper Tube
� Plating:  Electro Tin Plated
� Insulated Material:  Heat Shrinkable Tube

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm) Insulated
ColorF L D d

26 − 24 AWG 0.2 − 0.4mm2 76−HIBC26 .472 (12.0) .945 (24.0) .082 (2.1) .047 (1.2) Transparent
22 − 18 AWG 0.5 − 1.5mm2 76−HIBC22 .591 (15.0) 1.457 (37.0) .177 (4.5) .063 (1.6) Red
16 − 14 AWG 1.5−2.5mm2 76−HIBC16 .591 (15.0) 1.457 (37.0) .217 (5.5) .091 (2.3) Blue

12 − 10 AWG 4−6mm2 76−HIBC12 .591 (15.0) 1.614 (41.0) .256 (6.5) .142 (3.6) Yellow

HEAT SHRINK INSULATED MALE DISCONNECTS

Specifications
� Waterproof
� Maximum Electrical Rating:  300 Volts
� Shrink Temperature:  +150°C
� Operating Temperature:  −10° to +105°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Reinforcement Sleeve:  C Type Sleeve
� Insulated Material:  Heat Shrinkable Tube

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−HIMD22 .032 x .250
(0.8 x 6.4)

.250 (6.4) 1.457 (37.0) .307 (7.8) 1.043 (26.5) .177 (4.5) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−HIMD16 .032 x .250
(0.8 x 6.4)

.250 (6.4) 1.457 (37.0) .307 (7.8) 1.043 (26.5) .217 (5.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−HIMD12 .032 x .250
(0.8 x 6.4)

.250 (6.4) 1.457 (37.0) .307 (7.8) 1.043 (26.5) .315 (8.0) .134 (3.4)

HEAT SHRINK INSULATED FEMALE DISCONNECTS

Specifications
� Waterproof
� Maximum Electrical Rating:  300 Volts
� Shrink Temperature:  +150°C
� Operating Temperature:  −10° to +105°C
� Terminal Material:  Brass
� Plating:  Electro Tin Plated
� Reinforcement Sleeve:  C Type Sleeve
� Insulated Material:  Heat Shrinkable Tube

Ordering Information:
Wire Range
AWG / mm2

NTE Part
Number

Dimensions inch(mm)
NEMA Tab B L F E D d1

22 − 18 AWG
0.5 − 1.5mm2

76−HIFD22 .032 x .250
(0.8 x 6.4)

.260 (6.6) 1.417 (36.0) .311 (7.9) 1.043 (26.5) .177 (4.5) .067 (1.7)

16 − 14 AWG
1.5−2.5mm2

76−HIFD16 .032 x .250
(0.8 x 6.4)

.260 (6.6) 1.417 (36.0) .311 (7.9) 1.043 (26.5) .217 (5.5) .091 (2.3)

12 − 10 AWG
4−6mm2

76−HIFD12 .032 x .250
(0.8 x 6.4)

.260 (6.6) 1.417 (36.0) .311 (7.9) 1.043 (26.5) .315 (8.0) .134 (3.4)
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76−MCT1 MULTIFUNCTION CRIMP TOOL

Features
� Crimps both Insulated and Non−Insulated Terminals

from 10 − 22 Gauge
� Wire Stripper:  10 − 22 Gauge
� Wire Cutter for All Gauges
� Bolt Cutter (8−32, 10−24, 10−32, 6−32, 4−40)
� Length:  9.45” (240mm)




