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72−176 Series PVC Insulators
Features
� Fits 72−173 (200A Solid Copper),

72−173PS (200A Solid Copper w/Engraved Plus Sign),
72−174 (100A Zinc Plated Steel) &
72−174PS (100A Zinc Plated Steel w/ Engraved Plus Sign)
Heavy Duty Spring Clips

� Flexible PVC Composition
� Overall Length:  6.811” (173mm)

NTE Type No. Description

72−176−0 PVC Insulator for 72−173, 72−173PS, 72−174 &
72−174PS, Black

72−176−2 PVC Insulator for 72−173, 72−173PS, 72−174 &
72−174PS, Red

72−176−4 PVC Insulator for 72−173, 72−173PS, 72−174 &
72−174PS, Yellow

72−176−5 PVC Insulator for 72−173, 72−173PS, 72−174 &
72−174PS, Green

72−176−6 PVC Insulator for 72−173, 72−173PS, 72−174 &
72−174PS, Blue

72−176−9 PVC Insulator for 72−173, 72−173PS, 72−174 &
72−174PS, White

Glove Style Insulator for 72−096 Series
Features
� Fits 72−096 Bed of Nails & Single Spike Combo Telecom Clip
� Flexible TPE Composition
� Overall Length:  2.000” (50.8mm)

NTE Type No. Description

72−099B TPE Insulator for 72−096 Series Clip, Black

72−099R TPE Insulator for 72−096 Series Clip, Red


