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Thin Spike Probe, 4mm
Features
• Accepts All Industry Standard 4mm Test Lead Plugs
• Designed for Precise Probing

NTE Type No. Color Diag No.

72−020 Black TL−005

72−021 Red TL−005

72−021−KIT Contains 1 ea. of 72−020 & 72−021

TL−005

ÇÇÇÇ
ÇÇÇÇ

3.701 (94.0)

2.362 (60.0)

.591 (15.0) Dia.

.039 (1.0)

4.803 (122.0)

Specifications
IEC 1010 Rating:  1000V CAT3 / 600V CAT4  10 Amps

Long Tip Probe, 4mm
Features
• Accepts All Industry Standard 4mm Test Lead Plugs
• 2mm Dia. Probe to Front
• Socket to Rear

NTE Type No. Color Diag No.

72−010 Black TL−006

72−011 Red TL−006

72−011−KIT Contains 1 ea. of 72−010 & 72−011

TL−006

ÇÇÇÇ
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4.488 (114.0)

.906 (23.0)

.079 (2.0) Dia.

.433 (11.0)

Specifications
IEC 1010 Rating:  1000V CAT2  30 Amps

Lantern Probe, 4mm
Features
• Accepts All Industry Standard 4mm Test Lead Plugs
• Lantern Probe Tip
• Socket to Rear

NTE Type No. Color Diag No.

72−018 Black TL−007

72−019 Red TL−007

72−019−KIT Contains 1 ea. of 72−018 & 72−019

TL−007

4.528 (115.0)

ÇÇÇÇÇÇÇÇ
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.906 (23.0)

.748 (19.0)

Specifications
IEC 1010 Rating:  1000V CAT3  30 Amps


