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Safety Plunger Clip Adapter, 4mm
Features
• Accepts All Industry Standard 4mm Test Lead Plugs
• 8−32 UNC Thread

NTE Type No. Color Diag No.

72−177−0 Black TL−026

72−177−2 Red TL−026

TL−026

.745 (18.9)

.210
(5.3).275

(7.0)

2.230 (56.6)

.880 (22.4).900 (22.8)

Specifications
Rating:  1000V, 15 Amps

Plunger Clip
Features
• Beryllium Copper Contact Insulated to a Single Contact Point

NTE Type No. Color Diag No.

72−183−0 Black TL−031

72−183−2 Red TL−031

TL−031

2.720 (69.1) Clip Closed Ref

.200 (5.08) Ref
(Clip Open)

.540
(13.72)
Square

Specifications
Rating:  1000V, 10 Amps

Right Angle Insulated Plunger Hook Clip, 4mm
Features
• Accepts All Industry Standard 4mm Test Lead Plugs
• Fast and Easy Connection to Terminal and Component Test

Leads

NTE Type No. Color Diag No.

72−180−0 Black TL−028

72−180−2 Red TL−028

TL−028

4.600 (116.8)

.410 (10.0) when fully depressed

Specifications
IEC 1010 Rating:  1000V, 15 Amps


