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Bed Of Nails Cable Assembly Kit
Features
• Ideal for Telecom Applications
• Accepts All Standard 4mm Plugs, Shrouded or Un−Shrouded

Description
One end of the lead is terminated in a “Bed of Nails” crocodile clip which
also has a single cable piercing spike within the jaw configuration. The
other end is made up of  4mm cable socket which is capable of accept-
ing all standard 4mm plugs whether shrouded or un−shrouded.

NTE Type No. Kit Contains

72−080 1 Red and 1 Black Cable Assembly utilizing double
insulated silicone cable, the inner skin being of a
bright contrasting color other than that of the outer,
acting as a wear indicator.

TL−027

2.756 (70.0)

.394 (10.0)

Rubber Boot

Specifications
Maximum Jaw Opening:  1.181” (30mm)

Back Probing Probes
Features
• Spring Steel Probe Allows Greater Probing Flexibility

Description
These probes incorporate a “spring steel” probe which allows greater
flexibility and less damage when attempting to override the rubber seat
on some connectors.

NTE Type No. Contains

72−100 1 Pair (Red & Black) of Slim Back Probing Probes

TL−028

.039 (1.0)
.945 (24.0) .248 (6.3)

.709
(18.0)

2.905 (73.8)

Specifications
IEC 1010 Rating:  1000V CAT3 


