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Pushbutton, Single Pole

NTE
Type No. Circuitry Action Actuator

Diag
No.

54−132 SPST ON OFF Metal S37

.562
(14.27)

S37

.615
(15.62)

Terminal Types

Integrated Wire

6.000 (152.4)

.500 (12.7) 18AWG

.640 (16.25).980 (24.89)

.406 (10.31) Dia

15/32−32 UNS−2A
Thread (Keyway Side)

.404
(10.26)

Keyway
.080 (2.03) x

.040 (1.02) DP

Specifications
Current Rating: 10A 250VAC, 8A 125VDC, 4A 250VDC,

1/3 HP 125VAC
Dielectric Strength:  1000V RMS (min.)
Temperature Rating:  +149 F (+65 C) Max
Electrical Life:   25,000 cycles Min
Mechanical Life:  100,000 cycles
Terminal Type:  Integrated Wire
Mounting Hole:  .500 (12.7)

Pushbutton, Single Pole

NTE
Type No. Circuitry Action Actuator

Diag
No.

54−133 SPST ON OFF Metal S38

54−134 SPST OFF (ON) Metal S38

54−135 SPST ON (OFF) Metal S38

54−136 SPDT ON ON Metal S38

SPECIAL NOTE:  ( ) = Momentary Function

.465
(11.81)

.562
(14.27)

S38

.660 (16.76)

1.045 (26.54)

.406 (10.31) Dia

15/32−32 UNS−2A
Thread (Keyway Side)

.413
(10.49)

Keyway
.080 (2.03) x

.040 (1.02) DP

.925
(23.5)

.343
(8.71)

Specifications
Current Rating: 10A 250VAC, 15A 125VDC
Dielectric Strength:  1000V RMS (min.)
Temperature Rating:  +149 F (+65 C) Max
Electrical Life:  15,000 cycles Min
Mechanical Life:  40,000 cycles
Terminal Type:  Screw Terminals
Mounting Hole:  .500 (12.7)


