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Illuminated Rocker Switches
Snap−In Round Hole

NTE
Type
 No. Circuitry Action

Actuator

Diag
No.Material

Color

VltgNeon LED

54-734 SPST ON NONE OFF Nylon − Red DC S144

S144
.941 (23.9)

.248 (6.3).346 (8.8)

.429
(10.9)

.197
(5.0)

.523
(13.5)

.078
(2.0)

1.102 (28.0) Sq

1 2 3

Wiring Diagram Lamp
Indicator

Specifications
Current Rating:  25A 12VDC
Lamp Voltage:  12V LED (DC)
Insulation Resistance:  100 Megohms (min.) at 500VDC
Dielectric Strength:  1500V RMS (min.)
Temperature Rating:  −4  to +149 F (−20  to +65 C)
Electrical Life:   6000 cycles
Mechanical Life:  10000 cycles
Terminal Type:   .250” Tab Q.C.
Mounting Hole:  .945 (24.0)

Round Hole, Square Bezel
Features

Circuit Contains Illuminated Indicator
Single Pole

NTE
Type
 No. Circuitry Action

Actuator

Diag
No.Material

Color

VltgNeon LED

54−513 SPST ON NONE OFF Nylon Red − AC S93
54−549 SPST ON NONE OFF Nylon Amber − AC S93
54−550 SPST ON NONE OFF Nylon Green − AC S93
54−712 SPST ON NONE OFF Nylon − Red DC S93

NOTE:  54−712 is not UL

S93
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(14.5)

.905 (23.0)

.279 (7.1)
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(8.1)
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.138 (3.5)
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M20 x 1.0

1 2 3

Neon Lamp
Indicator

1 2 3

LED Lamp
Indicator

Wiring Diagrams

Specifications
Current Rating:  16A 125VAC, 10A 250VAC
Lamp Voltage:  110V
Insulation Resistance:  100 Megohms (min.) at 500VDC
Dielectric Strength:  1500V RMS (min.)
Temperature Rating:  −4  to +149 F (−20  to +65 C)
Electrical Life:  6000 cycles (min.)
Mechanical Life:  100,000 cycles (min.)
Terminal Type:  .187” Tab Q.C.
Mounting Hole: .795 (20.2)


