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Paddle Toggle
Features

50 Amps at 12VDC
Screw Terminals

NTE
Type No. Circuitry Action Actuator

Diag
No.

54−565 SPDT ON OFF ON Chrome Plated S29
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.055 (1.4)

.394
(10.0)

.800
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No. 6−32 UNC

.748
(19.0)

.354 (9.0)

15/32−32 NS−2A

Specifications
Current Rating:  50A 12VDC
Insulation Resistance:  100 Megohms (min.) at 500VDC
Dielectric Strength:  1500V RMS (min.)
Temperature Rating:  −4  to +180 F (−20  to +85 C)
Electrical Life:  25,000 cycles
Mechanical Life:  100,000 cycles
Terminal Type:  Screw Type
Mounting Hole:  .500 (12.7)

On/Off Bat Handle and Duckbill Toggle
Features

Illuminated Types Available on Page 19
Bat Handle (54−566) and Duckbill (54−571) Types
.250” Quick−Connect Terminals

NTE
Type No. Circuitry Action Actuator

Diag
No.

54−566 SPST ON NONE OFF Black
Brushed Aluminum

S31a

54−571 SPST ON NONE OFF S31b

1.087
(27.3)

S31

.300 (6.4)

.965 (24.5)
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(11.2)

15/32−32 NS−2A
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.551 (14.0)

.250 (6.35)
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(17.0)

.425 (10.8)
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Specifications
Current Rating:  20A 12VDC
Insulation Resistance:  100 Megohms (min.) at 500VDC
Dielectric Strength:  1000V RMS (min.)
Temperature Rating:  −4  to +180 F (−20  to +85 C)
Electrical Life:  25,000 cycles
Mechanical Life:  100,000 cycles
Terminal Type:  .250”  Tab Q.C.
Mounting Hole:  .500 (12.7)


